
SPECIAL FLUIDS
VACUUM SERVICE

Product Index

(Potentially explosive atmospheres, see page: II)

Fonction Abs. pressure Temperature Pipe
connections

Series page
min. min. min. max.

(mbar) (Torr) (°C) (°C)

SOLENOID VALVES, BRASS BODY

NC
1,33.10-6 10-6 -25 +80 1/4 262 1
1,33.10-6 10-6 -20 +90 3/8 - 1/2 030 5

NC-NO 1,33.10-6 10-6 -20 +90 3/8 .. 3/4 210 7
2/2 NC-NO 10-4 7,5.10-5 -20 +100 Coaxial 3/8 .. 1 287 (1)

3/2 NC-NO 10-4 7,5.10-5 -20 +100 Coaxial 3/8 .. 1 387 (3)

SOLENOID VALVES, ALUMINIUM BODY
NC 1,33.10-6 10-6 -20 +90 1 .. 2 215 9
SOLENOID VALVES, STAINLESS STEEL BODY
2/2 NC-NO 10-4 7,5.10-5 -20 +100 Coaxial 3/8 .. 1 287 (1)

VALVES, BRASS BODY
2/2 NC-NO 10-4 7,5.10-5 -20 +100 Coaxial 3/8 .. 1 287 (2)

3/2 NC-NO 10-4 7,5.10-5 -20 +100 Coaxial 3/8 .. 1 387 (4)

VALVES, BRONZE BODY

2/2 NC-NO 1,33.10-3 10-3 -10 +184
Threaded ports (1) 3/8 .. 2 1/2 E290 (2)

Flanged (1) DN 25..50 T290 (2)

3/2 NC-NO 1,33.10-3 10-3 -10 +184 Threaded ports (1) 1/2 .. 2 E390 (4)

VALVES, STAINLESS STEEL BODY

2/2 NC-NO

10-4 7,5.10-5 -20 +100 Coaxial 3/8 .. 1 287 (2)

1,33.10-3 10-3 -10 +184

Threaded ports (1) 1/2..2 1/2 E290 (2)

External thread (1) 1/2..1 U290 (2)

Ext. thread, foods connections DIN 11851 (1) RD 28x1/8 .. 44x1/6 Y290 (2)

Clamp / Butt welding (1) DN 10..65 S290 (2)

10-2 10-2 -25 +250
Threaded ports (PN40) 1/2 .. 2 E298 (2)

Flanged (DIN and ANSI Class 300) DN 15..50 T298 (2)

Socket welding ends DN 15..50 S298 (2)

3/2 U
10-2 10-2 -25 +250 Threaded ports (PN40) 1/2 .. 2 E398 (4)

10-2 10-2 -25 +250 Flanged (DIN and ANSI Class 300) DN 15..50 T398 (4)

10-2 10-2 -25 +250 Socket welding ends DN 15..50 S398 (4)

(1) With FPM disc, see: Pressure Operated Valves (2/2), [www.asco.com].
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Solenoid Valves (2/2) ◄ (1)

Pressure Operated Valves (2/2) ◄ (2)

Solenoid Valves / Pneumatic Valves (3/2) ◄ (3)

Pressure Operated Valves (3/2) ◄ (4)

All leaflets are available on: www.asco.com
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http://www.asco.com/ASCO Asset Library/Solenoid Valves-2_2-Brass body-262-CAT-01470GB.pdf
http://www.asco.com/ASCO%20Asset%20Library/Pressure%20Operated%20Valves-2_2-Brass%20body-030-CAT-00168GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-2_2-Brass body-210-CAT-00169GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-2_2-Brass-Stainless Steel-body-287-CAT-00036GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-3_2-Brass body-387-CAT-00074GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-2_2-Aluminium body-215-CAT-00170GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-2_2-Brass-Stainless Steel-body-287-CAT-00036GB.pdf
http://www.asco.com/ASCO Asset Library/Pressure Operated Valves-2_2-Brass-Stainless Steel-body-287-CAT-00065GB.pdf
http://www.asco.com/ASCO Asset Library/Pressure Operated Valves-3_2-Brass body-387-CAT-00089GB.pdf
http://www.asco.com/ASCO Asset Library/Pressure Operated Valves-2_2-Bronze-Stainless Steel-body-290-CAT-00049GB.pdf
http://www.asco.com/ASCO Asset Library/Pressure Operated Valves-2_2-Bronze body-290-CAT-00053GB.pdf
http://www.asco.com/ASCO Asset Library/Pressure Operated Valves-3_2-Bronze body-390-CAT-00083GB.pdf
http://www.asco.com/ASCO Asset Library/Pressure Operated Valves-2_2-Brass-Stainless Steel-body-287-CAT-00065GB.pdf
http://www.asco.com/ASCO Asset Library/Pressure Operated Valves-2_2-Bronze-Stainless Steel-body-290-CAT-00049GB.pdf
http://www.asco.com/ASCO Asset Library/Pressure Operated Valves-2_2-Stainless steel body-290-CAT-00050GB.pdf
http://www.asco.com/ASCO Asset Library/Pressure Operated Valves-2_2-Stainless steel body-290-CAT-00051GB.pdf
http://www.asco.com/ASCO Asset Library/Pressure Operated Valves-2_2-Stainless steel body-290-CAT-00052GB.pdf
http://www.asco.com/ASCO Asset Library/Pressure Operated Pressure Operated Valves-2_2-Stainless steel body-298-CAT-01188GB.pdf
http://www.asco.com/ASCO Asset Library/Pressure Operated Valves-2_2-Stainless steel body-298-CAT-01189GB.pdf
http://www.asco.com/ASCO Asset Library/Pressure Operated Valves-2_2-Stainless steel body-298-CAT-01190GB.pdf
https://www.asco.com/ASCO Asset Library/Pressure Operated Valves-3_2-Stainless steel body-398-CAT-01191GB.pdf
https://www.asco.com/ASCO Asset Library/Pressure Operated Valves-3_2-Stainless steel body-398-CAT-01192GB.pdf
https://www.asco.com/ASCO Asset Library/Pressure Operated Valves-3_2-Stainless steel body-398-CAT-01193GB.pdf
http://www.asco.com/ASCO Asset Library/Pressure Operated Valves-2_2-Air Operated-290-CAT-00055GB.pdf
http://www.asco.com/en-gb/
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1 262 8,1 q q 9 9 q

10,6 q q 15,3 15,3 q

5 030 10,5 - q q q

15,4 - q q

7 210 10,5 - q q q q q

9 215 15,4 - q q q q

Quick Selection Chart - VACUUM SERVICE
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(°C) (W)

min. max. AC
(~)

DC
(=)

NORMALLY CLOSED (NC)
w y 7,1 33,3 - 1,33 10-6 33,3 - 1,33 10-6 -25 +80 8,1 10,6 262 1

w
y

9
33,3 1,33 10-3 1,33 10-6 - - - -20 +90

10,5
- 030 5

w 11 15,4
w y 19 33,3 1,33 10-3 1,33 10-6 - - - -20 +85/90 10,5 - 210 7

w w w
y

41
33,3 1,33 10-3 1,33 10-6 - - - -20 +85/90 15,4 - 215 9

w 53

NORMALLY OPEN (NO)
w w

y
16

33,3 1,33 10-3 1,33 10-6 - - - -20 +85/90 10,5 - 210 7
w 19

w w w
y

41
33,3 1,33 10-3 1,33 10-6 - - - -20 +85/90 15,4 - 215 9

w 53

All leaflets are available on: www.asco.com

II  - Vacuum Service
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http://www.asco.com/ASCO Asset Library/Solenoid Valves-Dust Collector-SG-CAT-01059GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-General Service-NF-WSNF-CAT-00130GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-General Service-NF-WSNF-CAT-00130GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-General Service-NF-WSNF-CAT-00130GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-General Service-NF-WSNF-CAT-00130GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-General Service-EM-WSEM-CAT-00135GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-General Service-EM-WSEM-CAT-00135GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-General Service-EM-WSEM-CAT-00135GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-General Service-EM-WSEM-CAT-00135GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-General Service-EM-WSEM-CAT-00135GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-General Service-EM-WSEM-CAT-00135GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-General Service-PV-CAT-00133GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-General Service-PV-CAT-00133GB.pdf
http://www.asco.com/en-gb/

