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NOTES:

  1.  WHEN INSTALLING THIS UNIT, LOCAL , STATE, OR FEDERAL CODES SHOULD BE ADHERED TO FOR
       INSTALLATION DIMENSIONS (LOCATIONS), WASTE AND SUPPLY REQUIREMENTS OTHER THAN SHOWN.
  2.  TO COMPLY WITH ANSI Z358.1-2014 FOR EMERGENCY SHOWER EQUIPMENT:
     - SHOWER SHALL BE POSITIONED SUCH THAT SHOWER HEAD IS NO LESS THAN 82" (2083mm) AND NO
       GREATER THAN 96" (2438mm) FROM SURFACE ON WHICH USER STANDS.       
     - SHOWER SPRAY PATTERN SHALL HAVE A MINIMUM DIAMETER OF 20" (508mm) AT 60" (1524mm) ABOVE
       SURFACE ON WHICH USER STANDS, AND CENTER OF SPRAY PATTERN SHALL BE LOCATED NO LESS
       THAN 16" (406mm) FROM NEAREST OBSTRUCTION.
  3   DO NOT USE REGULAR PIPE SEALANT.  IF NECESSARY USE DOW CORNING 832 SEALANT;
       PLACING FIVE SMALL BEADS ON MALE THREADS, JUST ABOVE FIRST THREAD.
  4.  DIMENSIONS MAY VARY BY ±1/2" (13mm).

1" IPS PIPE
(NOT SUPPLIED)

(44mm)


