
3/2 VALVES
PRESSURE OPERATED

Product Index

(Potentially explosive atmospheres, see page: II)

Function ∆ P Temperature Pipe
connections

Series Page
min. max. min. max.
(bar) (bar) (°C) (°C)

BRONZE BODY
NC-NO 0 16 -10 +184 Threaded ports (IEC 61508) 1/2..2 E390 1

NO 0 16 -10 +184 Threaded ports 1/2 .. 2 166
(AD/TBT) 17

STAINLESS STEEL BODY

NC-NO

0 40 -25 +250 Threaded ports (IEC 61508) 1/2 .. 2 E398 3

0 40 -25 +250 Flanged (DIN and ANSI Class 300)
(IEC 61508) DN 15..50 T398 7

0 40 -25 +250 Socket welding ends (IEC 61508) DN 15..50 S398 11
BRASS BODY
NC-NO 0 40 -20 +100 Coaxial 3/8 .. 1 387 15
ACCESSORIES AND OPTIONS
Options and accessories for series 390 www.asco.com
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►37

Options and accessories, ATEX 2014/34/EU, for series 390 www.asco.com ►43

Options and accessories for series 398 www.asco.com ►65

Options and accessories, ATEX 2014/34/EU, for series 398 www.asco.com ►67

Air/oil exchanger for type AD valves 218 ►81

SOLENOID PILOT VALVES
Valve piloting solutions 290/390
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►47

290/390: 189/banjo and 356 solenoid valves - 63 mm operator www.asco.com ►49

290/390: 356 and 314 solenoid valves - 90 and 125 mm operators www.asco.com ►51

298/398: 356 solenoid valves - 80 and 100 mm operators www.asco.com ►71

298/398: 314 and 356 solenoid valves - 150 and 200 mm operators www.asco.com ►73

314 solenoid valves - AD valve operators www.asco.com ►83
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All leaflets are available on: www.asco.com
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http://www.asco.com/ASCO Asset Library/Pressure Operated Valves-3_2-Bronze body-390-CAT-00083GB.pdf
http://www.asco.com/ASCO Asset Library/Pressure Operated Valves-3_2-Bronze body-166-CAT-00085GB.pdf
http://www.asco.com/ASCO Asset Library/Pressure Operated Valves-3_2-Bronze body-166-CAT-00085GB.pdf
https://www.asco.com/ASCO Asset Library/Pressure Operated Valves-3_2-Stainless steel body-398-CAT-01191GB.pdf
https://www.asco.com/ASCO Asset Library/Pressure Operated Valves-3_2-Stainless steel body-398-CAT-01192GB.pdf
https://www.asco.com/ASCO Asset Library/Pressure Operated Valves-3_2-Stainless steel body-398-CAT-01193GB.pdf
http://www.asco.com/ASCO Asset Library/Pressure Operated Valves-3_2-Brass body-387-CAT-00089GB.pdf
http://www.asco.com/ASCO Asset Library/Pressure Operated Valves-2_2-Air Operated-290-CAT-00055GB.pdf
http://www.asco.com/ASCO Asset Library/Pressure Operated Valves-2_2-Air Operated-290-390-CAT-00017GB.pdf
https://www.asco.com/ASCO Asset Library/Pressure Operated Valves-2_2-3_2-Air Operated-885-CAT-01476GB.pdf
https://www.asco.com/ASCO Asset Library/Pressure Operated Valves-2_2-3_2-Air Operated-298; 398-CAT-01477GB.pdf
https://www.asco.com/ASCO Asset Library/Pressure Operated Valves-Air Operated-218-CAT-00147GB.pdf
https://www.asco.com/ASCO Asset Library/Pressure%20Operated%20Valves-2_2-Air%20Operated-290-CAT-00171GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-3_2-General Service-189; 356-CAT-00056GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-3_2-General Service-374; 356-CAT-00198GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-3_2-Dust Collector-356-CAT-00177GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-3_2-General Service-374; 356-CAT-00178GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-Special Service-374-CAT-00064GB.pdf
http://www.asco.com/en-gb/
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Quick Selection Chart - 3/2 VALVES

POTENTIALLY EXPLOSIVE ATMOSPHERES
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N

SERIES 390 VALVES ATEX 2014/34/EU

1
43(1)

 www.asco.com
E290 15 → 50 q q q q q q q (2)

SERIES 398 VALVES ATEX 2014/34/EU

3
67(1)

www.asco.com

E398 15 → 50 q q q q q q q q -

7 T398 15 → 50 q q q q q q q q -

11 S398 15 → 50 q q q q q q q q -

SERIES 387 VALVES ATEX 2014/34/EU

15 www.asco.com 387 10 → 25 q q q q q q q q -

TYPE AD VALVES ATEX 2014/34/EU

17 www.asco.com 166 - AD/TBT 15 → 50 q q q q q q q q -

(1) See section: «Pressure Operated Valves (2/2)»
(2) Contact us.

All leaflets are available on: www.asco.com

II - Pressure Operated Valves (3/2)
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http://www.asco.com/ASCO Asset Library/Solenoid-Valves-3_2-Bronze-390-IM-513357-001EU.pdf
http://www.asconumatics.eu/images/site/upload/_en/pdf1/00089gb.pdf
http://www.asconumatics.eu/images/site/upload/_en/pdf1/00089gb.pdf
http://www.asco.com/ASCO Asset Library/Solenoid-Valves-3_2-Bronze-390-IM-513357-001EU.pdf
http://www.asconumatics.eu/images/site/upload/_en/pdf1/00089gb.pdf
http://www.asconumatics.eu/images/site/upload/_en/pdf1/00089gb.pdf
http://www.asconumatics.eu/images/site/upload/_en/pdf1/00085gb.pdf
http://www.asconumatics.eu/images/site/upload/_en/pdf1/00085gb.pdf
http://www.asco.com/ASCO Asset Library/Solenoid-Valves-3_2-2_2-Stainless-Steel-298-398-IM-526748-001EU.pdf
http://www.asco.com/ASCO Asset Library/Pressure Operated Valves-2_2-Air Operated-290-390-CAT-00017GB.pdf
https://www.asco.com/ASCO Asset Library/Pressure Operated Valves-2_2-3_2-Air Operated-298; 398-CAT-01477GB.pdf
http://www.asco.com/ASCO Asset Library/Pressure Operated Valves-3_2-Brass body-387-CAT-00089GB.pdf
http://www.asco.com/ASCO Asset Library/Pressure Operated Valves-3_2-Bronze body-166-CAT-00085GB.pdf
http://www.asco.com/en-gb/

